Features and Benefits for new EK-i and EW-i series

	Features
	Benefits

	High resolution up to 1/60,000 

(EK-610i & EK-6100i)
	Ideal for laboratory, industrial and jewelry applications

	Standard RS232-C & WinCT
	Easy to connect to PC with useful software to upload the weighing data

	Large LCD display (16 mm height) with back light
	Easy to read with wide angle even in dark environments

	5 steps of Response setting
	Good for any weighing environment

	Multiple weighing units
	Easy to meet user’s application needs

	ACAI (Automatic Counting Accuracy Improvement)
	For better and more accurate counting results

	Selectable minimum unit weight in counting function setting
	1) “1/8 d” setting for small sample counting applications 

2) “total sample weight ≧5d” setting for extremely small sample counting applications

	Comparator function HI/OK/LO display
	Good for check-weighing applications

	Buzzer sound
	Easy to get the comparator result by variable sound setting

	Full digital calibration
	Easy calibration with user definable calibration mass setting

	Full range TARE
	Easy to weigh NET weight

	Leveling feet & level bubble
	Easy to adjust the level for accurate weighing

	Sealed Key panel
	Good for dust & spills proof applications

	Optional rechargeable battery (Ni-MH)
	Portable application for environments with no AC power supply

	Auto Power Off function
	Good for saving power during long operation

	Conformity to GLP
	Good for providing ID numbers and serial numbers to record the result

	Designed to meet weights and measures regulations of various countries such as NTEP and EC 
	Assures accurate weighing and use for trading purposes *

	Triple Weighing Range for EW-i series
	Wide ranges of weighing applications


* Consult with your sales representative for models with specific approval.

